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Discover® VRLA AGM Mobile Deep Cycle batteries are 

maintenance-free and built for mobile applications that 

undergo frequent vibration and require deep-cycle and 

cyclic discharging such as RV, Caravan, Marine and Home 

Medical Equipment.

Part No. Volts C20 C10 C5 25A
Length Width Height* Weight

Terminal
(mm) (kg)

VRLA AGM MOBILE DEEP CYCLE
D24A-085D 12 85 76 70 150 258 172 214 23 AM / M8

D27A-100D 12 100 94 82 180 308 172 212 27.8 AM / M8

D31A-120D 12 120 110 90 215 330 162 216 32 AM / M8

* Height refers to the distance from the bottom to the top of the case, and does not include the terminals.

MOBILE DEEP CYCLE
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FQ

•	 Optimized lead calcium 
plate technology delivers 
high energy density 
and consistent voltage 
performance. 

•	 Wide Ambient Operating 
Temperature.

•	 Long Life Superior to 
Flooded Lead-Acid 
Batteries.

•	 99% Gas Recombination 
Extends Life.

•	 Sealed Valve Regulated 
AGM

•	 Maintenance-free
•	 Nonspillable. No-gas
•	 Safe for Environmentally 

Sensitive Areas
•	 Spark and Explosion Tested 

SAE J1495


